
RC306C40 REMOTE CONDENSER
RC306C40 REM

OTE CONDENSER
Ice. Pure and Simple

Required Accessories
Model Number Description Shipping Weight  

lbs (kg)
RL404-25

(Replaces RT325404) 25 ft (7.6 m) Precharged Line Set / Tubing Kit for R404A Models 13 (6)

RL404-40
(Replaces RT340404) 40 ft (12.0 m) Precharged Line Set / Tubing Kit for R404A Models 18 (8)

RL404-75
(Replaces RT375404) 75 ft (22.9 m) Precharged Line Set / Tubing Kit for R404A Models 36 (16)

KRL-25

KRL-40

KRL-75

Model
Number Description

Voltage 
Characteristics Fan Watts Shipping Weight  

lbs (kg)

RC306G40
Remote Condenser for models CIM1446R, CIM1447R, 
CIM1545R, CIM1845R, GEM2006R, MFI2306R 208-230/50-60/1

*Max. Circuit 
Breaker

Features
• Remote condenser for CIM, GEM and MFI models.
• Vertical air discharge.
• Easy assembly and installation with precharged line 

sets.
• Efficient PSC motor reduces energy usage.
• Constructed from corrosion-resistant galvanized 

steel.
• Remote systems reduce air conditioning requirements 

and cost.
• Condenser fan is located outside, ensuring quieter 

interior operation for customers.

25 ft (7.6 m) Noncharged Tubing Kit, includes insulated tubing and couplings, brazing required

40 ft (12.0 m) Noncharged Tubing Kit, includes insulated tubing and couplings, brazing required

75 ft (22.9 m) Noncharged Tubing Kit, includes insulated tubing and couplings, brazing required

13 (6)

18 (8)

36 (16)

Optional couplings only kit: 1051255-01

Specifications

Rev:   09/2411100 E. 45th Avenue   •   Denver, CO 80239   •   Phone: 1. 866. PURE. ICE   •   Fax: 303. 371. 6296   •   www.iceomatic.com

93

* If on separate circuit from ice machine head. 
Replaces remote condenser RCA3061.

Operating Requirements

Remote Condenser Temp. -20˚F (-29˚C) 120˚F (50˚C)

MINIMUM MAXIMUM

122 15
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QUICK CONNECT COUPLING
LIQUID LINE - 3/ 8 MALE

 BOX OPENING
ELECTRICAL CONTROL

.88 ELECTRICAL INLET

DISCHARGE LINE - 1/ 2 MALE
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part under purchase agreement. Notification to include evidence of conformance to drawing specifications
required whenever there are changes to the part revision or method and/or process used to produce thisIce. Pure and Simple
and all rights, patents, and otherwise are reserved by Mile High Equipment, LLC.  Written notification is
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Proprietary item: Except for uses expressly granted in writing, information disclosed herein is confidential,

and is subject to approval by Mile High Equipment, LLC Engineering Personnel.

7 3
NPD

®Ice‐O‐Matic

2 1

NOTES:

LEAK DETECTION REQUIRED PER E.S. - 1091.
ENVIROMENTAL PROTECTION REQUIRED PER E.S. - 1022.
MOISTURE EVECUATION REQUIRED3.
DIELECTRIC WITHSTAND HI-POT TESTING EN-0274.

REVISIONS
ECO REV. DESCRIPTION DWN APPD DATE

NPD INITIAL RELEASE KDS ETM 02/ 27/ 2017
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FRONT VIEW/
ELECTRICAL CONNECTIONS

TOP VIEW

LINE SET

SIDE VIEW

BOTTOM VIEW

AIRFLOW

Jay Almblad
Line

Jay Almblad
Line




